
SP-1
FREQUENTLY ASKED QUESTIONS: 

Q:  Which spirometry sensor(s) can be used with the SP-1?
A:  SP-150 (Part # 21021-0000) and SP-20 (Part # 21023-0000)

Q:  Can the disposable flow tube be disinfected and reused?
A:  No.  The disposable flow tubes are designed for single patient use.  Disinfectants can change
the characteristics of the mesh screen resulting in accurate measurements.

Q:  Do I need to use the rubber adapter with the current spirometry calibration syringe
(which has green coloring on each end)?
A:  No.  The flow tubes are designed to fit directly into the end of the syringe.

Q:  Can the SP-2 flow tubes (Part # 26006-0000) be used with the AT-2plus, AT-10, SP-1, or
SP-10?
A:  No.  These flow tubes have a different screen mesh and are not compatible with these units.

Q:  Why do the predicted values not appear on my Spirometry tests?
A:  To meet American Thoracic Society Standards, the following four patient data fields must be
entered correctly:
1. Birth Date
2. Height
3. Sex
4. Race

Q:  How do I exit the “Patient Data Screen” once data has been entered?
A:  Press the “Menu” key, then select a Test  key (e.g. FVC).

Q:  Should the Spirometer remain plugged into the AC outlet at all times?
A:  The unit should remain plugged into the main AC outlet for charging when not in use.  The
AC power cord only provides power to the battery charging circuit.  This protects the patient
from contact with the direct power line.

Q:  Why will my Spirometer not print?
A:  The paper has not been correctly loaded.  When loading a new paper pack into the drawer,
ensure that the printed (grid) side is facing upwards with the black mark appearing on the upper
left corner of the paper.  Place the beginning of the paper over the guide roller.  Close the lid and
press firmly until the release catches.  Check to ensure that the paper compartment is closed tight.
Press the “Stop” key to deliver the paper to the start position.
Welch Allyn can only guarantee reliable printouts when Welch Allyn original chart paper or chart
paper of the same quality is used.

Q:  What might cause the unit to shut off in the midst of printing a report?
A:  The battery may not have been sufficiently charged.  Verify that the unit is receiving power
when plugged into the AC outlet.  The AC indicator light should be on when the unit is plugged
in.  Charge the battery for 12 hours, or replace the battery and charge for 12 hours.



Q:  Can the Sp-1 send data directly to a fax machine?
A:  No.  None of our Cardiopulmonary instruments have this capability.

Q:  Do I have to replace ink for printing with the SP-1?
A:  No.  The AT-1, AT-2, AT-2plus, AT-5, AT-10, SP-1 and SP-10 utilize thermal printer heads
and do not  require ink.

Q:  What should I do if my Spirometer will not calibrate?
A:  Suggest that the customer perform a base calibration using a new flow tube on the sensor.
(Instructions are found in the User Manual).  If this fails to allow the unit to be calibrated
Technical Support should be contacted.
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